
PRODUCT NAME Synergy Alume XL

CODE 802693160 UPC UV LI SL LIG 05

DESCRIPTION

•  Simple ceiling fixing

•  Low operating temperature

•  Full intensity from switch on

•  Driver with SELV output

•  Safe class III luminaire

TECHNICAL INFORMATION CERTIFICATION

Finish silver grey (alternative white, black)

Power supply 13 W

Electrical input max 0.12 A, 220-240 Vac / 50-60 Hz

Colour appearance natural white

CCT 3000 K (alternative 4000 K)

CRI 90

IP rating 20

Total lumens 1380 lm

Beam angle 60 °

Lifetime 50 000 h (L70)

Tmax 85°C @ ta= 35°C

Cut out Ø 118 mm (max. ceiling thickness 30 mm)

Install depth 100mm

Weight 0.7 kg incl driver

WARRANTY

5 years product warranty on luminaire, driver and LED module

IMPORTANT

OPERATION & REPLACEMENT

REPLACEMENT LED CHIP CONTACT US

404013 LED replacement chip info@ibl.eu

COMPATIBLE POWER CONVERTERS

 +49 2102 9420660

602521 20 W 500 mA

602510 DIM L-C 20 W 500 mA

601161 DIM DALI 20 W 500 mA www.ibl.eu

COMPATIBLE ACCESSORIES

101750 3 m Euro plug cable

DATA SHEET

The expectation is that a lighting fixture will be installed and operated for between 7-10 years. Depending on usage, the fixtures will require 1 or 2 exchanges of LED light source during the 

lifespan. IBL has pioneered the development of a unique, user-friendly replaceable LED chip, which can be removed using the same tool used exchanging a SIM card in a mobile phone or a 

paperclip.

Do not switch using TRIAC-based circuits (e.g. transistor, thyristor). Damage to driver is inevitable.

Recessed downlight with interchangeable LED chip light source solution, complete with connected SELV driver to suit.
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